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Auflaufeinrichtung : Typ: AE 1,52 /
EG-Priifprotokoll-Nr. : AR 1034.0
Gewihlte Weglibersetzung iy, = 125 : 40 = 3.125

Bremsen : Typ : S 1704-7 EG-Priifprotokoll-Nr. : AR 2011

Ubertragungseinrichtung am Anhénger :

Kurze Beschreibung (s. Prinzipschema)

Wegiibersetzung und Wirkungsgrad der Ubertragungseinrichtung :
iy = 1.000  etapy; = 1.000

Anhinger :

HETSICIIET 2 s s s svnbommsmn i sasis e o s (v St S oies S8 i S50 S8 B0 B S5 S S i s
Fabrikmarke ¢ ..o coes covevonvmsssimnessnssin s R 1) o B
Anzahl der Achsen : 1 4.5 Anzahl der Bremsen n : 2

Technisch zul. Gesamtmasse G, :

| 750 | 800 | 900 | 1000 | 1100 | 1200 | 1300 | 1400 | 1500
Zuldssiger Reifenhalbmesser unter Last [m] : (Rpyjp = 0.210 m, Ry, = 0.300 m)

| 0.288 0.293| 0.300| 0.300| 0.000| 0.000| 0.000| 0.000| 0.000
Zuléssige Deichselkraft : D* = 0.1 - G, - g [N]

| 736 | 785 | 883 | 981 | 1079 | 1177 | 1275 | 1373 | 1472
Erforderliche Bremskraft : B* = 0.5 - G, + g [N]

| 3679 | 3924 | 4415 | 4905 | 5396 | 5886 | 6377 | 6867 | 7358
Bremskraft : B = 0.49 - G, - g [N]

| 3605 | 3846 | 4326 | 4807 | 5288 | 5768 | 6249 | 6730 | 7210
Vereinbarkeit - Priifergebnisse :
Ansprechschwelle 100 - K, / (G, - g) : (muB zwischen 2 und 4 liegen)

| 42| 40| 35| 32|29 26| 24| 23] 21
GroBte Druckkraft 100 - Dy / (G - g) : (einachsig : <10; mehrachsig : <6,7)

| 92| 87|77 ] 69| 63| 58] 53] 50] 46
GroBte Zugkraft 100 - Dy / (G, + g) : (muB zwischen 10 und 50 liegen)

| 38.1]35.7 | 31.7 | 28.5 | 25.9 | 23.8 | 22.0 | 20.4 | 19.0
Technisch zul. Gesamtmasse fiir die Auflaufeinrichtung : Gpax = 1500 kg (>= G,!)
Techn. zul. Gesamtm. fiir alle Bremsen des Anhéngers : G, = n- Gy, = 1000 kg (> = Gyl
Maximales Bremsmoment der Bremsen n* Mp,x / (B-R): (>=1,21)

| 26 | 24 | 20 | 19 | — | | |— | —
Mechanische Ubertragungseinrichtung :
iH = igo" iy = 3.125-1.000 = 3.125
Etay = Etapyo- Etapy; = 0.900 - 1.000 = 0.900
(B-R/Rho + n-Py) / (D*K) - Etap) : (darf nicht groBer sein als ipy)

| 3.13 | 3.3 | 312 [ 3.06 | - | < | - | — | —
s’/ (sgx - ig) = 3.729 (darf nicht kleiner sein als ipy)

Priifstelle :

Die vorstehend beschriebene Bremsanlage erfiillt die Vorschriften der Absitze 3 bis 9
der Priifbedingungen fiir Fahrzeuge mit Auflaufbremsanlagen.
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Control device : Type: AE 1,52 /
EG-Test report No.: AR 1034.0
Selected reduction ratio igy, = 125 : 40 = 3.125

Brakes : Type : S 1704-7 EG-Test report No.: AR 2011

Transmission devices on the trailer :

Brief description with main diagram

Reduction ratio and efficiency of the mechanical transmission device :
iHl = 1.000 etagp = 1.000

Trailer :

MANUTACTITEE & s s somis 0100 w1 Sbcu w5405 5585 5555 551075 S8 SIE0% 54568 5.64505 00 81 o v i1 i S 0ol ot it st i
MAKE & 5o svm smma som s sms 550 v i e A3TYPE & e,
Number of axles : 1 4.5 Number of brakes n : 2

Technically permissible total weight G, :
| 750 | 800 | 900 | 1000 | 1100 | 1200 | 1300 | 1400 | 1500
Permissible radius of tyres under load [m] : (Rpyjp = 0.210 m, Rpy,¢ = 0.300 m)
| 0.288] 0.293] 0.300| 0.300| 0.000] 0.000| 0.000| 0.000| 0.000
Permissible force on the coupling : D* = 0.1 - G, - g [N]
| 736 | 785 | 883 | 981 | 1079 | 1177] 1275 | 1373 | 1472
Required braking force : B* = 0.5 - G, - g [N]
| 3679 | 3924 | 4415 | 4905 | 5396 | 5886 | 6377 | 6867 | 7358
Braking force : B = 0.49 - G, - g [N]
| 3605 | 3846 | 4326 | 4807 | 5288 | 5768 | 6249 | 6730 | 7210
Compatibility - Test results :
Threshold ratio 100 - K, / (G, * g) : (must be between 2 and 4)
| 42| 40| 35| 32| 20| 26| 24| 23| 21
Maximum damping force 100 + D{ / (G, - g) : (single-axle : <10; multi-axle : <6,7)
| 92| 87| 77| 69| 63] 58| 53] 50] 46
Maximum towing force 100 - Dy / (G, - g) : (must be between 10 and 50)
| 38.1 | 357 | 31.7 | 285 | 25.9 | 23.8 | 22.0 | 20.4 | 19.0
Technically perm. total weight for the inertia contr. dev. : Gy = 1500 kg (>= Gg!)
Technically perm. total weight for all trailer brakes : Gy, = n- Gy, = 1000kg (>= G,!)
Maximum braking moment of the brakes n* Mp,x / B-R): (>=1,21)
| 26 | 24 | 21| 1.9 | — | |— |~ |—
Mechanical transmission :
i = iHo" i1 = 3.125-1.000 = 3.125
Eta = Etapyo- Etapyg = 0.900 - 1.000 = 0.900
(B-R/Rho + n-P,) / (D*-K) - Etap) : (must be not greater than igp
lais | 38 | 8oz |28 |~ | || — [== [—=
s’/ (sgx- ig) = 3.729 (must be not smaller than ipy)

Technical service which carried out the tests :

The inertia braking device described above complies with the requirements of
items 3 to 9 of the testing conditions for vehicles fitted with inertia brakes.
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